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after March 30, 1970. Where roof sup-
ports are installed within 24 inches of a
belt conveyor, a clear travelway at
least 24 inches wide should be provided
on the side of such support farthest
from the conveyor.

(h) On belt conveyors that do not
transport men, stop and start controls
should be installed at intervals not to
exceed 1,000 feet. Such controls should
be properly installed and positioned so
as to be readily accessible.

(i) Telephone or other suitable com-
munications should be provided at
points where men or supplies are regu-
larly loaded on or unloaded from the
belt conveyors.

(J) Persons should not cross moving
belt conveyors, except where suitable
crossing facilities are provided.

§75.1403-6 Criteria—Self-propelled
personnel carriers.

(a) Each self-propelled personnel car-
rier should:

(1) Be provided with an audible warn-
ing device;

(2) Be provided with a sealed-beam
headlight, or its equivalent, on each
end;

(3) Be provided with reflectors on
both ends and sides.

(b) In addition, each track-mounted
self-propelled personnel carrier should:

(1) Be provided with a suitable lifting
jack and bar, which shall be secured or
carried in a tool compartment;

(2) Be equipped with 2 separate and
independent braking systems properly
installed and well maintained;

(3) Be equipped with properly in-
stalled and well-maintained sanding
devices, except that personnel carriers
(Jitneys), which transport not more
than 5 men, need not be equipped with
such sanding device;

(4) If an open type, be equipped with
guards of sufficient strength and
height to prevent personnel from being
thrown from such carriers.

§75.1403-7 Criteria—Mantrips.

(a) Mantrips should be operated inde-
pendently of any loaded trip, empty
trip, or supply trip and should not be
operated within 300 feet of any trip, in-
cluding another mantrip.

§75.1403-7

(b) A sufficient number of mantrip
cars should be provided to prevent
overcrowding of men.

(c) Mantrips should not be pushed.

(d) Where mantrips are operated by
locomotives on slopes such mantrips
should be coupled to the front and rear
by locomotives capable of holding such
mantrips. Where ropes are used on
slopes for mantrip haulage, such con-
veyances should be connected by
chains, steel ropes, or other effective
devices between mantrip cars and the
rope.

(e) Safety goggles or eyeshields
should be provided for all persons being
transported in open-type mantrips.

(f) All trips, including trailers and
sleds, should be operated at speeds con-
sistent with conditions and the equip-
ment used, and should be so controlled
that they can be stopped within the
limits of visibility.

(g) All mantrips should be under the
direction of a supervisor and the oper-
ator of each mantrip should be familiar
with the haulage safety rules and regu-
lations.

(h) Men should proceed in an orderly
manner to and from mantrips and no
person should be permitted to get on or
off a moving mantrip.

(i) [Reserved]

(J) Mantrips should not be permitted
to proceed until the operator of the
mantrip is assured that he has a clear
road.

(k) Supplies or tools, except small
hand tools or instruments, should not
be transported with men.

() At places where men enter or
leave mantrip conveyances, ample
clearance should be provided and provi-
sions made to prevent persons from
coming in contact with energized elec-
tric circuits.

(m) The mine car next to a trolley lo-
comotive should not be used to trans-
port men. Such cars may be used to
transport small tools and supplies.
This is not to be construed as permit-
ting the transportation of large or
bulky supplies such as shuttle car
wheel units, or similar material.

(n) Drop-bottom cars used to trans-
port men should have the bottoms se-
cured with an additional locking de-
vice.
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